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ConstructionConstructionConstructionConstruction ： AluminiumAluminiumAluminiumAluminium AlloyAlloyAlloyAlloy ConductorConductorConductorConductor
AluminiumAluminiumAluminiumAluminium CladCladCladClad SteelSteelSteelSteel ReinforcedReinforcedReinforcedReinforced is stranded
concentrically by aluminium alloy wires with
aluminium clad steel wires in center for reinforcement.

ApplicationApplicationApplicationApplication： The characteristics of the product are
anti-corrosion and high tensile strength. It is widely
used in mountain area, heavy ice area for long-span
overhead power transmission line.

OperatingOperatingOperatingOperating Temperature:Temperature:Temperature:Temperature: Max permissible continuous
operating temperature of conductor shall not exceed
90°C.

StandardStandardStandardStandard： ASTM B711 or other standards required
by customers.

PackingPackingPackingPacking： steel/wooden reel, wooden reel or steel
reel.
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AmericanAmericanAmericanAmerican StandardStandardStandardStandard ASTMASTMASTMASTM B711B711B711B711
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sq. mm No./mm No./mm sq. mm No./mm No./mm sq. mm No./mm No./mm

35/6 6/2.72 1/2.72 185/30 26/2.98 7/2.32 500/45 48/3.6 7/2.80

50/30 12/2.32 7/2.32 210/25 24/3.33 7/2.22 500/65 54/3.44 7/3.44

70/10 6/3.80 1/3.80 210/35 26/3.22 7/2.50 630/45 45/4.20 7/2.80

70/40 12/2.72 7/2.72 240/30 24/3.60 7/2.40 630/55 48/4.12 7/3.20

95/20 7/4.16 7/1.85 240/55 30/3.20 7/3.20 630/80 54/3.87 19/2.32

95/55 12/3.20 7/3.20 300/40 24/3.99 7/2.66 720/50 45/4.53 7/3.02

120/25 7/4.72 7/2.10 300/70 30/3.60 7/3.60 720/90 54/4.135 19/2.482

120/70 12/3.60 7/3.60 400/35 48/3.22 7/2.50 800/55 45/4.80 7/3.20

150/25 26/2.70 7/2.10 400/50 54/3.07 7/3.07 800/100 54/4.33 19/2.60

150/35 30/2.50 7/2.50 400/95 30/4.16 19/2.50 1000/45 72/4.21 7/2.80

185/25 24/3.15 7/2.10 500/35 45/3.75 7/2.50 1000/125 84/4.84 19/2.90


